
Diesel & Bowser Pressure Washers

Specifications are subject to change without prior notice 

Features:

•	 2:1	reduction	gear	box	fi	tted	to
	 pump	–	machine	longevity
•	 Hose	reel	option	–	eliminates	trailing
	 hose	and	subsequent	damage	to	hose
•	 Complete	with	12m	high	pressure
	 hose,	lance	and	gun
•	 Heavy	duty	two	wheel	chassis
•	 Close	coupled	pump	and	motor	–
	 no	drive	belts	to	replace
•	 Can	be	used	in	conjunction	with
	 cleaning	chemicals

SIZE 2500psi 3000psi 3000psi for BOWSER

MODEL TW0001HR TW0002HR TW0003HR

ENGINE TYPE Yanmar L100N 6.5kW 3000rpm Yanmar L100N 10hp 7.4kW 3200rpm

AVERAGE SOUND 
PRESSURE LEVEL @ 7m 82dB(A)

MAXIMUM PRESSURE 2500 psi/170 bar 3000 psi/200 bar

MAXIMUM FLOW 15 litres/min

FUEL TANK
CAPACITY (LITRES) 5.4

DIMENSIONS 1215 x 530 x 905 950 x 370 x 555

WET WEIGHT 120kg 127kg 117kg

Diesel Pressure Washer
Heavy	duty	industrial	diesel	driven	washers	 
ideal	for	construction	site	use	and	general	cleaning.

Applications
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Diesel & Bowser Pressure Washers

Features:

•	 2:1	reduction	gear	box	fitt	ed	to	pump	–	 
	 machine	longevity
•	 Hose	reel	facility	–	eliminates	trailing	hose	 
	 and	subsequent	damage	to	hose
•	 250	gallon	bowser	-	eliminates	need	for	water	 
	 supply	saving	time	&	costs
•	 Complete	with	12m	high	pressure	hose,	lance	 
	 and	gun
•	 Two	wheel	fast	tow	chassis

MODEL COMPLETE BOWSER UNIT

HILTA REF TW0003HRB

ENGINE TYPE Yanmar L100N 6.5kw  
10hp 3000rpm

AVERAGE SOUND 
PRESSURE LEVEL @ 7m 82dB(A)

MAXIMUM PRESSURE 3000 psi / 200 bar

MAXIMUM FLOW 15 litres / min

FUEL TANK
CAPACITY (LITRES) 5.4

DIMENSIONS 3430 x 1560 x 1350

WET WEIGHT (NO WATER) 452kg

WET WEIGHT (FULL OF WATER) 1650kg

Bowser Pressure Washer
Road	towable	bowser	complete
with	diesel	driven	pressure	washer,	suitable
for	site	applications	where	mains	water	supply	
is	not	available.


